
 
 
 
 

27VDC INPUT FUSE.  
REPLACE WITH 0.8AMP FAST BLOW ONLY. 
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AC POWER INPUT INDICATOR:  
ON = POWER PRESENT 
OFF = POWER FAILURE CHECK MAINS SUPPLY AND FUSE

1 
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AUX. 12 VDC OUTPUT FUSE.  
REPLACE WITH 0.5AMP FAST BLOW ONLY. 

 
 
 

ONBOARD L.E.D. INDICATORS. 
a. STATUS INDICATION OF GATE MOVEMENT (ST): 

OFF = GATES CLOSED,  
ON = GATES OPEN,  
FLASHING SLOWLY = GATES MOVING, 
FLASHING FAST = GATES OBSTRUCTED.  

b. BUTTON TRIGGER (BT): ON = FULL TRIGGER ACTIVE. 
c. BEAM (BM): ON = BEAMS TRIGGER ACTIVE  
d. PEDESTRIAN (PD): ON = PEDESTRIAN TRIGGER ACTIVE. 
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 1. 29 Vac from transformer 

2. 29 Vac from transformer  
3. Light relay output (N/O) max.220vac 3 amp 
4. Light relay input Common 
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1. AUX. 12V DC POSITIVE OUTPUT MAX. 500MA 
2. AUX. 12V DC NEGATIVE OUTPUT MAX. 500MA 
3. STATUS L.E.D. ANODE OUTPUT (+) 
4. STATUS L.E.D. CATHODE OUTPUT (-) 
5. BUTTON TRIGGER INPUT (N/O)  
6. COMMON OUTPUT  
7. SAFETY BEAM INPUT (N/O) 
8. PEDESTRIAN INPUT (N/O) 
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AUTO – CLOSE ADJUSTMENT: (AUTO) 
FULLY ANTI-CLOCKWISE = OFF. 
CLOCKWISE INCREASES TIME. 
WILL BEEP TO CONFIRM SETTING AT THE END OF OPENING CYCLE AFTER ANY CHANGE. 
0 BEEP = OFF,1 BEEP = 5 SEC, 2 BEEPS = 10 SEC……..MAX 25 SEC  
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TEST BUTTON. FUNCTIONS AS PER BT TRIGGER. 
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DELAY JUMPER: (J1) 
ON = MOTOR 1 OPENS 2SEC. BEFORE MOTOR 2 AND CLOSES 2SEC. AFTER MOTOR 2. 
OFF = NO DELAY. 
 

6 

RX DETECTION LED.  
FLICKERS IF ANY ACTIVITY IS PRESENT ON BANDWIDTH. (IF PROGRAMMING TX 
BEWARE OF LEARNING THE NEIGHBOURS CODE) 
FLASHES ON/OFF TO INDICATE VALID TRANSMISSION OR TX BUTTON LEARNED. 
TEN FLASHES = LAST MEMORY LOCATION USED, NEXT TX PROGRAMMED WILL  
USE THIS LOCATION AND OVERWRITE THE CURRENT USER.  
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RX PROGRAMMING PINS. 

 TO CLEAR ALL MEMORY (MASTER ERASE)
PINS TOGETHER WHILE POWERING UP. 

 TO PROGRAM A TX BUTTON INTO BT FULL O
MEMORY - MOMENTARILY SHORT MIDDLE A
TOGETHER WHILE PRESSING THE REQUIRE TX

 TO PROGRAM A TX BUTTON INTO PEDESTRI
MEMORY - MOMENTARILY SHORT MIDDLE A

 SHORT ALL 3 

PEN/CLOSE 
ND BT PINS 
 BUTTON. 

AN OPEN 
ND PED 

PINS TOGETHER WHILE PRESSING THE REQUIRED TX 
BUTTON.  

NB. THE SAME BUTTON ON A TX CANNOT BE 
PROGRAMMED INTO BOTH MEMORY TYPES 
SIMULTANEOUSLY.  

9 

RX POWER JUMPER. 
TO DEACTIVATE THE ONBOARD RX REMOVE THIS JUMPER. 
TO USE THE ONBOARD RX LEAVE THIS JUMPER IN PLACE.  
 

MOTOR 1 DIRECTION LED INDICATORS. 
OPEN = RETRACT. 
CLOSE = EXTEND. 
(INWARD SWING) 
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MOTOR 1 OUTPUT FUSE. 
REPLACE WITH CONQUER 8AMP FAST BLOW FUSE ONLY 
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1. MOTOR 1 OUTPUT (RED FOR INWARD SWING) 
2. MOTOR 1 OUTPUT (BLACK FOR INWARD SWING) 
3. BATTERY 1 NEGATIVE (-) 
4. BATTERY 1 POSTIVE (+) 
5. BATTERY 2 NEGATIVE (-) 
6. BATTERY 2 POSITIVE (+) 
7. MOTOR 2 OUTPUT (RED FOR INWARD SWING) 
8. MOTOR 2 OUTPUT (BLACK FOR INWARD SWING) 
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MOTOR 2 DIRECTION LED INDICATORS. 
OPEN = RETRACT. 
CLOSE = EXTEND. 
(INWARD SWING) 
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MOTOR 2 OUTPUT FUSE

MOTOR 1 AND 2 OBSTRUCTION/LOAD SENSING ADJUSTMENTS. 
CLOCKWISE = LESS SENSITIVE. 
ANTI-CLOCKWISE = MORE SENSITIVE. 
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. 
REPLACE WITH CONQUER 8AMP FAST BLOW FUSE ONLY

LOCK JUMPER: (J2) 
ON = COURTESY LIGHT RELAY BECOMES A LOCK TRIGGER RELAY. 
THE RELAY WILL ACTIVATE 1 SEC BEFORE  MOTOR 1 AND WILL STAY ACTIVE FOR 1 SEC 
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OFF = COURTESY LIGHT RELAY ACTIVE FOR 3 MINS AFTER TRIGGER INPUT 
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A. INTERCOM GATE STATION (CHECK WITH SUPPLIER) 
B. COURTESY LIGHTS – 2.5 TWIN + EARTH 
C. MOTOR 1 – 2 X 1.5MM2 
D. SAFETY BEAMS TX  – 2 X 1MM2 
E.  EARTH  
F. MOTOR 2 – 2 X 1.5MM2 
G. 27VAC SUPPLY  - 2 X 1.5MM2 
H. SAFETY BEAMS RX – 4 X 1MM2 
I. INTERCOM AND PUSHBUTTON TRIGGERS – 2 X 0.5MM2  PER 

SWITCHED INPUT. 
 



Assemble and weld Mounting brackets as shown 
here. Be sure to match the sets correctly. 
Pillar mount bracket = 
J-PK-0002-2 & J-PK-0002-1 

FIG. 7 

Move the gate hinge 
or chase into the wall if 
your mounting space is 
limited 

Assembling the mounting brackets 

FIG.4 

Assemble and weld Mounting brackets as shown 
here. Be sure to match the sets correctly. 
Gate mount bracket = J-PK0001-2 & J-PK-0001-1 

FIG.5 

Install the Gate stoppers 

Stoppers need to be installed at the closed 
and open positions of each gate travel. 
These stoppers need to be sufficiently 
fastened as the motor control uses them to 
determine the end of travel in each 
direction. There are four ground mount 
stoppers included in each kit. If your site does 
not suit this type of stopper you will need to 
manufacture your own.  
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